
   

SEALANT
HOT-AIR WELD

REFER TO ARCH/STRUCT DWGS

FOR TERMINATION

MECHANICAL FASTENERS 6" O.C.

APPROPIATE FOR SUBSTRATE

MEMBRANE FLASHING STRIP,

HOT-AIR WELD

TREATED WOOD NAILER TO MATCH

HEIGHT OF INSULATION

MEMBRANE FLASHING STRIP,

HOT-AIR WELD

NOTE:

NAILER SHALL BE SECURELY ANCHORED TO THE DECK TO

RESIST A FORCE OF 300 POUNDS PER LINEAL FOOT IN

ANY DIRECTION.

PROVIDE PRE-CAST CONCRETE SPLASH BLOCK BELOW

ALL SCUPPERS (TYP.).

1.

2.

3"

MIN.

SUBSTRATE (SEE ARCH/STRUCT. DWGS.)

DOWNSPOUT WHERE OCCURS

(SEE ARCH/STRUCT. DWGS.)

INSULATION

ROOF MEMBRANE

MEMBRANE FULLY ADHERED TO 

ACCEPTABLE SUBSTRATE

MANUFACTURER’S MEMBRANE COATED METAL 

SCUPPERFASTENED 4" O.C., STAGGERED, USING 

GALVANIZED ANNULAR RING NAILS

                                                     

                                                     
ARCH ROOF STD.

DISCIPLINE

AE3023

   

   

   

   

   

   

 0 

PES

 3/07 

MJB

      

   

      

   

1 1/2"=1’-0"

OLD FILE NAME: 094168/A1  

               SCUPPER THROUGH PARAPET               

SANDIA NATIONAL LABORATORIES

FACILITIES ENGINEERING

CHECKED BY:

PREPARED BY:

DATE:

REV:

SCALE:

CHECKED BY:

PREPARED BY:

DATE:

REV:

CHECKED BY:

PREPARED BY:

DATE:

REV:

DRAWING NO.:


